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isegHVM
Communication program for the remote control of the iseg Multichannel HV modules through a PC via CAN.

System requirements to use this program:
VGA-display resolution minimal 1024*768 recommended.
Processor 486, 100 MHz or higher.
Operating system Win95/98 (ME) or WinNT release 4.0 or higher.

The installation has to be started with the program “Setup.exe” from the directory Win98 or WinNT according
your operating system.
Following the instructions and restarting your system after the end of the installation. The setup program will
install a program group “isegHVwithCAN” with an entry “isegHVM”.

This entry will be starting the communication program “iseghvm.exe”.
You will receive a message “Client isegHV16 was connected to isegnet”. In this case the CAN network
communication is working and you can control the HV modules.

If you receive a warning for instance “Error while register hardware” you must choose the using CAN interface
with CAN hardware setup dialog. You will get this dialog with the bottom “CAN hardware setup” in the right
group of the tool bar.
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The handling is mouse based of this program.

You can choose between instructions for single channel (click with right mouse bottom on this channel) and for
the according HV module (click with right mouse bottom outside from any channel). The instructions will be
explain with help of popup menus.
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You will switch to another HV module with the bottom “Choose another module” in left group of the tool bar.
The module which was selected will displayed “blue” if it has no errors and “red” if it has any error (see group
access “Module status”).
The other modules will displayed “green” if they have no errors and “yellow” if they have any error.
You will select another module by click with the left mouse bottom on this module or with using arrow keys.

You will receive the informations of module power supply and module temperature.
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The channel errors (see single access “Status channel”) will be displayed in the channel status field. With the
bottom 1 to 4 on the left group in the tool bar you will request the group status 1 to 4 of the module (see group
access “Status1 ... to Status4 ... “). These statuses will be displayed in the status line and than the according
error flags of the module will be reset.

You will receive the module information about serial number, software release and channel numbers with the
bottom “Release” in the left group of the tool bar.
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With the bottom “Crate control” you will receive the crate information of the power supply “V24” and “V5”, the
charching voltage of UPS-accu ”Vakku”, the temperature on the backplane “Tbp” and the temperature on the
DC - power supply “Tps”.

With the bottom “Exit” you will close the program with output voltage is ramping to zero (click “Yes”) or without
change of the output voltage (click “No”).


